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Q944F电动三通防爆球阀
Electric Explosion-poor Three Way Ball Valve

电动三偏心硬密封球阀
Electric Three-Eccentric Center Butterfly Ball Valve

D971S电动防爆PVC蝶阀
Electric Explosion-poor PVC Butterfly Valve

电动三片式球阀
Electric 3PC Ball Valve

Q971电动调节对夹球阀
Electric Thin Type Ball Valve

D943H电动调节法兰蝶阀
Electric regulating Flange Butterfly Ball Valve

电动中线蝶阀系列
Electric Air Soft Seal Butterfly Ball Valve

电动三通球阀
Electric Three Way Ball Valve

电动防爆碟阀
Electric Three-Eccentric Center Butterfly Valve
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手操机构
Manual Operating Device

气动三通法兰式球阀
Pneumatic Three-way Flanged Ball Valve

气动塑料蝶阀
Pneumatic plastic Butterfly Valve

气动三片式球阀
Pneumatic Three-piece Ball Valve

气动卡箍式快装球阀
Pneumatic Buckle Type 
Packaged Sanitary Ball Valve

气动对夹式V型球阀
Pneumatic Water V-Type Ball Valve

气动对夹式三偏心球阀
Pneumatic Water Type Three-Eccentric 
Center Butterfly Valve

气动对夹式三偏心蝶阀
Pneumatic Water Type Three-
Eccentric Center Valve

气动软密封中线碟阀
Pneumatic plastic Butterfly  Valve
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Description

Indicator screw
Indicator

Spring clip
Thrust washer

Outside washer
Body

Inside washer
Cam

O-ring (pinion top)
Bearing(pinion top)

Pinion
O-ring pinion bottom)
Bearing(pinion bottom)

Plug
O-ring(Adjust screw)

Nut(Adjust screw)
Adjust screw

Piston
Guide(Piston)

Bearing(Piston)
O-ring(Piston)

Spring
O-ring(End cap)

End cap
Cap screw
Stop screw

Nut(stop screw)

No.

1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27

Qty

1
1
1
1
1
1
1
1
1
1
1
1
1
2
2
2
2
2
2
2
2

0~12
2
2
8
2
2

STANDARD METERIAL

plastic
plastic

Stainless Steel
Stainless Steel

engineering plastics
Extruded alluminum alloy

engineering plastics
Alloy steel 

NBR
engineering plastics

Alloy steel
engineering plastics

NBR
NBR
NBR

Stainless Steel
Stainless Steel

Cast alluminum/casting
engineering plastics
engineering plastics

NBR
Spring steel

NBR
Cast alluminum
Stainless Steel
Stainless Steel
Stainless Steel

PROTECTION

Hard anodized etc

Nickel plated

anodized/Zinc galvanized

dip coating

powder polyster painted etc

OPTIONAL METERIAL

Viton/Silicone

Stainless Steel

Viton/Silicone
Viton/Silicone
Viton/Silicone

Stainless Steel

Viton/Silicone

Viton/Silicone
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 
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GB标准气动球阀
Q641F(N、P、H、Y)-PN25、40
 Pneumatic Ball Valve Series of GB standard



主要外形及连接法兰尺寸Q641F(N、P、H、Y)-PN16（1.6Mpa）Main Outline and Connecting Flange Size 

注：球阀结构长度及连接法兰尺寸可根据JB/T97标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 
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GB标准气动球阀
Q641F(N、P、H、Y)-PN25、40
 Pneumatic Ball Valve Series of GB standard



主要外形及法兰连接尺寸Q641(N、P、 H、Y)-PN25(2.5Mpa)Main Outline and Connecting Flanged Size

主要外形及法兰连接尺寸Q641(N、P、 H、Y)-PN40(4.0Mpa)Main Outline and Connecting Flanged Size

注：球阀结构长度及法兰尺寸可根据JB/T79标准或用户要求设计。
注：执行器型号XXX/XXX分别是气动执行器双作用式/单作用式（弹簧
复位）。
注：根据不用阀门扭矩、使用介质适配的执行器型号可能有所不同，相
关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）阀门，硬密封阀
门的配置及数据请咨询本公司。

Note:The strctural length and connecting flange size of ball valve 
serise can be designed and manufactured as per JB/T79 standard or
users‘requirements.
Note:Data XXX/XXX represent respectively the double-acting/single-
acting type(spring reposition)of pneumatic actuator.
Note:The relative sizes are subject to change responding to the 
difference in valve torque,medium and actuator model.
Note:The above actuator configuration and data all use soft-sealed 
valves(F、N、P)and hard-sealed valves,or consulting us if you have
more questions.

GB标准气动球阀
Q641F(N、P、H、Y)-PN25、40
 Pneumatic Ball Valve Series of GB standard
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注：球阀结构长度及连接法兰尺寸可根据用户
要求设计制造
Note:The structural length and connecting flange
size of ball valve series can be designed and 
manufactured as per users'requirements.

注：球阀主要零部件及密封圈的材质可根据实际工
况条件或用户特殊要求设计选用
Note:The main spare parts and sealing-ring 
materials of ball valve series can be designed 
for options as per real working conditions and 
users'special requirements.

ANSI标准气动球阀
Q641F(N、P、H、Y)-Class150/300/400
 Pneumatic Ball Valve Series of ANSI standard
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ANSI标准气动球阀
Q641F(N、P、H、Y)-Class150
 Pneumatic Ball Valve Series of ANSI standard

主要外形及连接法兰尺寸Q641F(N、P、H、Y)-Class 150 Main Outline and Connecting Flange Size
注：球阀结构长度及连接法兰尺寸可根据JB/T97标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 
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ANSI标准气动球阀
Q641F(N、P、H、Y)-Class300/400
 Pneumatic Ball Valve Series of ANSI standard

主要外形及法兰连接尺寸Q641(N、P、 H、Y)-Class 300 Main Outline and Connecting Flanged Size

主要外形及法兰连接尺寸Q641(N、P、 H、Y)-Class 400 Main Outline and Connecting Flanged Size

注：球阀结构长度及法兰尺寸可根据JB/T79标准或用户要求设计。
注：执行器型号XXX/XXX分别是气动执行器双作用式/单作用式（弹簧
复位）。
注：根据不用阀门扭矩、使用介质适配的执行器型号可能有所不同，相
关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）阀门，硬密封阀
门的配置及数据请咨询本公司。

Note:The strctural length and connecting flange size of ball valve 
serise can be designed and manufactured as per JB/T79 standard or
users‘requirements.
Note:Data XXX/XXX represent respectively the double-acting/single-
acting type(spring reposition)of pneumatic actuator.
Note:The relative sizes are subject to change responding to the 
difference in valve torque,medium and actuator model.
Note:The above actuator configuration and data all use soft-sealed 
valves(F、N、P)and hard-sealed valves,or consulting us if you have
more questions.
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

JIS标准气动球阀
Q641F(N、P、H、Y)-10K、20K
 Pneumatic Ball Valve Series of JIS standard
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主要外形及连接法兰尺寸Q641F(N、P、H、Y)-PN16（1.6Mpa）Main Outline and Connecting Flange Size 
注：球阀结构长度及连接法兰尺寸可根据JB/T97标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 

JIS标准气动球阀
Q641F(N、P、H、Y)-10K
 Pneumatic Ball Valve Series of JIS standard
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JIS标准气动球阀
Q641F(N、P、H、Y)-20K
 Pneumatic Ball Valve Series of JIS standard

主要外形及法兰连接尺寸Q641(N、P、 H、Y)-20K Main Outline and Connecting Flanged Size

注：球阀结构长度及连接法兰尺寸可根据JB/T97标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 22
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

GB标准气动固定式球阀
Q647F(N、P、H、Y)-PN16、25、40
 Pneumatic Fixed Type Ball Valve of GB Standard
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主要外形及连接法兰尺寸Q647F(N、P、H、Y)-PN16（1.6Mpa）Main Outline and Connecting Flange Size 

注：球阀结构长度及连接法兰尺寸可根据JB/T79标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 

GB标准气动固定式球阀
Q647F(N、P、H、Y)-PN16
 Pneumatic Fixed Type Ball Valve of GB Standard
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主要外形及法兰连接尺寸Q647(N、P、 H、Y)-PN25(2.5Mpa) Main Outline and Connecting Flanged Size

主要外形及法兰连接尺寸Q647(N、P、 H、Y)-PN40(4.0Mpa) Main Outline and Connecting Flanged Size

注：球阀结构长度及法兰尺寸可根据JB/T79标准或用户要求设计。
注：执行器型号XXX/XXX分别是气动执行器双作用式/单作用式（弹簧
复位）。
注：根据不用阀门扭矩、使用介质适配的执行器型号可能有所不同，相
关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）阀门，硬密封阀
门的配置及数据请咨询本公司。

Note:The strctural length and connecting flange size of ball valve 
serise can be designed and manufactured as per JB/T79 standard or
users‘requirements.
Note:Data XXX/XXX represent respectively the double-acting/single-
acting type(spring reposition)of pneumatic actuator.
Note:The relative sizes are subject to change responding to the 
difference in valve torque,medium and actuator model.
Note:The above actuator configuration and data all use soft-sealed 
valves(F、N、P)and hard-sealed valves,or consulting us if you have
more questions.

GB标准气动固定式球阀
Q647F(N、P、H、Y)-PN25、40
 Pneumatic Fixed Type Ball Valve of GB Standard
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

ANSI标准气动固定式球阀
Q647F(N、P、H、Y)-Class150、300、400
 Pneumatic Fixed Type Ball Valve of ANSI Standard
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主要外形及连接法兰尺寸Q647F(N、P、H、Y)-Class 150 Main Outline and Connecting Flange Size 

注：球阀结构长度及连接法兰尺寸可根据JB/T79标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 

ANSI标准气动固定式球阀
Q647F(N、P、H、Y)-Class150
 Pneumatic Fixed Type Ball Valve of ANSI Standard
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主要外形及法兰连接尺寸Q647(N、P、 H、Y)-Class 300 Main Outline and Connecting Flanged Size

主要外形及法兰连接尺寸Q647(N、P、 H、Y)-Class 400 Main Outline and Connecting Flanged Size

注：球阀结构长度及法兰尺寸可根据JB/T79标准或用户要求设计。
注：执行器型号XXX/XXX分别是气动执行器双作用式/单作用式（弹簧
复位）。
注：根据不用阀门扭矩、使用介质适配的执行器型号可能有所不同，相
关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）阀门，硬密封阀
门的配置及数据请咨询本公司。

Note:The strctural length and connecting flange size of ball valve 
serise can be designed and manufactured as per JB/T79 standard or
users‘requirements.
Note:Data XXX/XXX represent respectively the double-acting/single-
acting type(spring reposition)of pneumatic actuator.
Note:The relative sizes are subject to change responding to the 
difference in valve torque,medium and actuator model.
Note:The above actuator configuration and data all use soft-sealed 
valves(F、N、P)and hard-sealed valves,or consulting us if you have
more questions.

ANSI标准气动固定式球阀
Q647F(N、P、H、Y)-Class300、400
 Pneumatic Fixed Type Ball Valve of ANSI Standard
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

JIS标准气动固定式球阀
Q647F(N、P、H、Y)-10K、20K
 Pneumatic Fixed Type Ball Valve of JIS Standard
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主要外形及连接法兰尺寸Q647F(N、P、H、Y)-10K Main Outline and Connecting Flange Size 

注：球阀结构长度及连接法兰尺寸可根据JB/T79标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 

JIS标准气动固定式球阀
Q647F(N、P、H、Y)-10K
 Pneumatic Fixed Type Ball Valve of JIS Standard

31



主要外形及法兰连接尺寸Q647(N、P、 H、Y)-20K Main Outline and Connecting Flanged Size
注：球阀结构长度及连接法兰尺寸可根据JB/T79标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 

JIS标准气动固定式球阀
Q647F(N、P、H、Y)-20K
 Pneumatic Fixed Type Ball Valve of JIS Standard
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气动对夹式V型球阀
VQ670H(P、Y)-PN16、25、Class150
 Pneumatic Water V-Type Ball Valve

技术规范 Technique norm

零件清单 Parts List
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气动对夹式V型球阀各种密封结构
Pneumatic Water V-Type Ball Vavle
Various Seal Structure

气动对夹式V型球阀VQ670H(P、Y)-PN16、PN25、Class150
Pneumatic Wafer V-Type Ball Valve
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主要外形及法兰连接尺寸VQ670H(P、Y)-PN16、2.5(1.6、2.5Mpa) Main Outline and Connecting Flanged Size

主要外形及法兰连接尺寸VQ670H(P、Y)-Class150 Main Outline and Connecting Flanged Size

注：球阀结构长度及法兰尺寸可根据JB/T79标准或用户要求设计。
注：执行器型号XXX/XXX分别是气动执行器双作用式/单作用式（弹簧
复位）。
注：根据不用阀门扭矩、使用介质适配的执行器型号可能有所不同，相
关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）阀门，硬密封阀
门的配置及数据请咨询本公司。

Note:The strctural length and connecting flange size of ball valve 
serise can be designed and manufactured as per JB/T79 standard or
users‘requirements.
Note:Data XXX/XXX represent respectively the double-acting/single-
acting type(spring reposition)of pneumatic actuator.
Note:The relative sizes are subject to change responding to the 
difference in valve torque,medium and actuator model.
Note:The above actuator configuration and data all use soft-sealed 
valves(F、N、P)and hard-sealed valves,or consulting us if you have
more questions.

气动对夹式V型球阀
VQ670H(P、Y)-PN16、25、Class150
 Pneumatic Water V-Type Ball Valve
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气动法兰式V型球阀
VQ640F(P、H、Y)-PN16、25、Class150
 Pneumatic Flange V-Type Ball Valve

技术规范 Technique norm

零件清单 Parts List
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气动法兰式V型球阀各种密封结构
Pneumatic Flange V-Type Ball Vavle
Various Seal Structure

气动法兰式V型球阀VQ670F(P、H、Y)-PN16、PN25、Class150
Pneumatic Flange V-Type Ball Valve
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主要外形及法兰连接尺寸VQ640F(P、H、Y)-PN16(1.6Mpa) Main Outline and Connecting Flanged Size

主要外形及法兰连接尺寸VQ640F(P、H、Y)-PN25(2.5Mpa) Main Outline and Connecting Flanged Size

注：球阀结构长度及法兰尺寸可根据JB/T79标准或用户要求设计。
注：执行器型号XXX/XXX分别是气动执行器双作用式/单作用式（弹簧
复位）。
注：根据不用阀门扭矩、使用介质适配的执行器型号可能有所不同，相
关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）阀门，硬密封阀
门的配置及数据请咨询本公司。

Note:The strctural length and connecting flange size of ball valve 
serise can be designed and manufactured as per JB/T79 standard or
users‘requirements.
Note:Data XXX/XXX represent respectively the double-acting/single-
acting type(spring reposition)of pneumatic actuator.
Note:The relative sizes are subject to change responding to the 
difference in valve torque,medium and actuator model.
Note:The above actuator configuration and data all use soft-sealed 
valves(F、N、P)and hard-sealed valves,or consulting us if you have
more questions.

气动法兰式V型球阀
VQ640F(P、H、Y)-PN16、25
 Pneumatic Flange V-Type Ball Valve
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主要外形及连接法兰尺寸Q640F(P、H、Y)-Class 150 Main Outline and Connecting Flange Size 

注：球阀结构长度及连接法兰尺寸可根据JB/T79标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 

气动法兰式V型球阀
VQ640F(P、H、Y)-Class150
 Pneumatic Flange V-Type Ball Valve

40



41



技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

气动三通法兰式球阀
Q644(5)F(N、P、H、Y)-PN16、PN25
 Pneumatic Three-way Flange Ball Valve
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气动三通法兰式球阀
Q644(5)F(N、P、H、Y)-PN16、PN25
 Pneumatic Three-way Flange Ball Valve

三通球阀介质流向示意图 Sketch of Medium Flow-direction of Three-way Ball Valve

三通球阀用于换向分流或汇合流通，是具有二面或四面阀座的多通口球阀，任一通口可用作
入口而无泄漏.三通既可制成L型通口也可制成T型通口
Three-way ball valve is uesd for diffluence or confluent circulation with two-side or four-side 
valve base embodying multiple channels.All The channels can be used as entrance,with no
leakage.The three-way can be made to L-shaped channel or T-shaped channel.

T型通口 T-shaped Passage

L型通口 L-shaped Passage
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主要外形及法兰连接尺寸Q644(5)F(N、P、H、Y)-PN16(1.6Mpa) Main Outline and Connecting Flanged Size

主要外形及法兰连接尺寸Q644(5)F(N、P、H、Y)-PN25(2.5Mpa) Main Outline and Connecting Flanged Size

注：球阀结构长度及法兰尺寸可根据JB/T79标准或用户要求设计。
注：执行器型号XXX/XXX分别是气动执行器双作用式/单作用式（弹簧
复位）。
注：根据不用阀门扭矩、使用介质适配的执行器型号可能有所不同，相
关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）阀门，硬密封阀
门的配置及数据请咨询本公司。

Note:The strctural length and connecting flange size of ball valve 
serise can be designed and manufactured as per JB/T79 standard or
users‘requirements.
Note:Data XXX/XXX represent respectively the double-acting/single-
acting type(spring reposition)of pneumatic actuator.
Note:The relative sizes are subject to change responding to the 
difference in valve torque,medium and actuator model.
Note:The above actuator configuration and data all use soft-sealed 
valves(F、N、P)and hard-sealed valves,or consulting us if you have
more questions.

气动三通法兰式球阀
Q644(5)F(N、P、H、Y)-PN16、PN25
 Pneumatic Three-way Flange Ball Valve
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

气动三通内螺纹球阀
Q614(5)F(N、P)-PN16~64
 Pneumatic Fixed Type Ball Valve of GB Standard
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主要外形及连接法兰尺寸Q614(5)F(N、P)-PN16~64(1.6~6.4Mpa) Main Outline and Connecting Flange Size 

注：球阀结构长度及连接法兰尺寸可根据用户要求设计
制造
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）
注：根据不同的阀门扭矩、使用介质选配的执行器型号
可能有所不同，其相关尺寸随之变化
Note:The structural length and connecting flange size 
of ball valve series can be designed and manufacture
Note:Date XXX/XXXrepresent double-acting /single-
acting type(spring reposition)of pneumatic actuator
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model

气动三通内螺纹球阀
Q614(5)F(N、P)-PN16~64
 Pneumatic Fixed Type Ball Valve of GB Standard
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技术规范 Technique norm

主要零件材质表 Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

气动三片式球阀Q61(6、8、2)
1F(N、P、H、Y)-PN16~64
 Pneumatic 3PC Ball Valve

Q611内螺纹连接
Inside tread connection

Q661对焊连接
Welding connection

Q681卡箍连接
Hoop connection

Q621外螺纹连接
Outside thread connection
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主要外形及连接法兰尺寸Q61(6、8、2)1F(N、P、H、Y)-PN16~64(1.6~6.4Mpa) Main Outline and Connecting Flange Size 

注：球阀结构长度及连接法兰尺寸可根据JB/T79标准或
用户要求设计制造。
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）。
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同、相关尺寸随之变化。
注：以上执行器配置及数据均采用软密封（F、N、P）
阀门，硬密封阀门的配置及数据请咨询本公司。
Note:The strctural length and connecting flange size 
of ball valve series can be designed and manufactured
as per JB/T97 standard or user'requirements.
Note:Data XXX/XXX represent respectively the double-
acting/single-acting type(spring reposition) of
pneumatic actuator.
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use
soft-sealed valve(F,N,P)and hard-sealed valves,or
consulting us if you have more questions. 

气动三片式球阀Q61(6、8、2)
1F(N、P、H、Y)-PN16~64
 Pneumatic 3PC Ball Valve

Q611 Q661 Q681 Q621
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

气动薄型球阀
Q671F(N、P)-PN16、25
 Pneumatic Thin Type Ball Valve
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主要外形及连接法兰尺寸Q672F(N、P)-PN16(1.6Mpa)/PN25(2.5Mpa) Main Outline and Connecting Flange Size 

注：连接法兰尺寸可根据ASNI、JIS标准或用户要求设
计制造
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）
注：根据不同的阀门扭矩、使用介质选配的执行器型号
可能有所不同，其相关尺寸随之变化
Note:The connecting flange size can be designed and 
manufactured in accordance with ANSI or JIS standard 
or requested by users
Note:Date XXX/XXXrepresent double-acting /single-
acting type(spring reposition)of pneumatic actuator
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model

气动薄型球阀
Q671F(N、P)-PN16、25
 Pneumatic Thin Type Ball Valve
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：球阀结构长度及连接法兰尺寸可根据用
户要求设计制造
Note:The structural length and connecting
flange size of ball valve series can be 
designed and manufactured as per users'
requirements.

注：球阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The structural length and connecting flage
sizel of ball valve series can be designed and
manufactured as per uses'requirements 

气动卡箍式快装卫生级球阀
WQ681F-PN16
 Pneumatic Buckle Type Packaged Sanitary Ball Valve
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主要外形及连接法兰尺寸WQ681F-PN16(1.6Mpa) Main Outline and Connecting Flange Size 

注：根据不同阀门扭矩、使用介质适配或单作用式的执
行器型号可能有所不同，相关尺寸随之变化
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium
and actuator model

气动卡箍式快装卫生级球阀
WQ681F-PN16
 Pneumatic Buckle Type Packaged Sanitary Ball Valve
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气动塑料球阀
Q621F-PN10
 Pneumatic plastic Ball Valve

超低扭矩 美观 高强度 耐腐蚀 长寿命
Ultra low torque beautiful high strength and
corrosion resistant of long-lived

全流量，PTFE球密封，低扭矩，可使用手柄调节阀座
松紧松开由令，中部仍是完整阀门，可更换提供附带平
台预埋铜质螺母产品，方便加装自动执行器
Full flow,PTFE ball sealing,low torque.Can use the 
handle 
regulating valve seat tightness.Released by the 
central 
section is still intact,valve,replaceable.To provide 
supplementary platform embedded copper nut 
products. 
Convenient automatic actuator.
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：蝶阀结构长度及连接法兰尺寸可根据用户要
求设计制造
Note:The structural length and connecting flange
size of butterfly valve series can be designed and 
manufactured as per users' requiremengts.

注：蝶阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The main spare parts and sealing ring 
material of butterfly valve can be designed for 
you options according to real working conditions 
or users‘special requirements. 

气动软密封中线蝶阀
D671X(F、F4、J)-PN6.0、10
 Pneumatic Air Soft Seal Butterfly Valve
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主要外形及连接法兰尺寸D671X(F、F4、J)-PN6.0/10(0.6、10Mpa) Main Outline and Connecting Flange Size 

注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）
根据不同阀门扭矩、使用介质选配，不同的执行器型号，
其相关尺寸随之变化
Note:Date XXX/XXXrepresent respectively double-
acting/single-acting type(spring reposition).
The relative sizes are subject to change responding to
different valve torques,mediums and actuator models.

气动软密封中线蝶阀
D671X(F、F4、J)-PN6.0、10
 Pneumatic Air Soft Seal Butterfly Valve
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：蝶阀结构长度及连接法兰尺寸可根据用户要
求设计制造
Note:The structural length and connecting flange
size of butterfly valve series can be designed and 
manufactured as per users' requiremengts.

注：蝶阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The main spare parts and sealing ring 
material of butterfly valve can be designed for 
you options according to real working conditions 
or users‘special requirements. 

气动对夹式三偏心蝶阀
D673H(F、Y)-PN16、25、40，Class150、300
 Pneumatic Wafer Type Three-Eccentric Center Butterfly Valve
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主要外形及连接法兰尺寸D673H(F、Y)-PN16(1.6Mpa) Main Outline and Connecting Flange Size 

注:蝶阀结构长度及连接法兰尺寸可根据JB/T79标准或
用户要求设计制造
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同，相关尺寸随之变化
注：以上执行器配置及数据均采用软密封(F)阀门，硬密
封阀门的配置及数据请咨询本公司
Note:The strrctural length and connecting flange size 
of butterfly valve series can be designed and 
manufactured as per JB/T79 standard or users' 
requirements.
Note:Date XXX/XXX represent respectively the double-
acting type(spring reposition)of pneumatic actuator
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use 
soft-sealed valves (F),and hard-sealed valves,or 
consulting us if you have more questions.

气动对夹式三偏心蝶阀
D673H(F、Y)-PN16
 Pneumatic Wafer Type Three-Eccentric Center Butterfly Valve
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主要外形及连接法兰尺寸D673H(F、Y)-PN40(4.0Mpa) Main Outline and Connecting Flange Size 
注:蝶阀结构长度及连接法兰尺寸可根据JB/T79标准或
用户要求设计制造
注：执行器型号XXX/XXX分别是气动执行器双作用式/
单作用式（弹簧复位）
注：根据不同阀门扭矩、使用介质适配的执行器型号可
能有所不同，相关尺寸随之变化
注：以上执行器配置及数据均采用软密封(F)阀门，硬密
封阀门的配置及数据请咨询本公司
Note:The strrctural length and connecting flange size 
of butterfly valve series can be designed and 
manufactured as per JB/T79 standard or users' 
requirements.
Note:Date XXX/XXX represent respectively the double-
acting type(spring reposition)of pneumatic actuator
Note:The relative sizes are subject to change 
responding to the difference in valve torque,medium 
and actuator model.
Note:The above actuator configuration and data all use 
soft-sealed valves (F),and hard-sealed valves,or 
consulting us if you have more questions.

气动对夹式三偏心蝶阀
D673H(F、Y)-PN25、40
 Pneumatic Wafer Type Three-Eccentric Center Butterfly Valve

主要外形及连接法兰尺寸D673H(F、Y)-PN25(2.5Mpa) Main Outline and Connecting Flange Size 
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技术规范 Technique norm

主要零件材质表 
Form of Main Parts Materials

注：蝶阀结构长度及连接法兰尺寸可根据用户要
求设计制造
Note:The structural length and connecting flange
size of butterfly valve series can be designed and 
manufactured as per users' requiremengts.

注：蝶阀主要零部件及密封圈的材质可根据实际
工况条件或用户特殊要求设计选用
Note:The main spare parts and sealing ring 
material of butterfly valve can be designed for 
you options according to real working conditions 
or users‘special requirements. 

气动法兰式三偏心蝶阀
D643H(F、Y)-PN16、25、40，Class150、300
 Pneumatic Flange Type Three-Eccentric Center Butterfly Valve
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